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Description and illustration of the sample:

i UL B R R
The sample’s status is good.
FEfRROL R A
Test item Sample No. State Remark
M 5 B g 5 R #HE
At first cycle, in fully charged state
TS CLE~CIOF | At g U T s A R
At first cycle at 50% of the design rated
capacity
1.6 CLUB=CISE | s A 5 g v P T 7 P T AR
H50% R
At first cycle, in fully charged state
T7 - A S 78 B A Y 5 A FR HUIRZS
' At fifty cycle, in fully charged state
- 5 T A2 e i B R Y 5 A AR HUIRZS
At first cycle, in fully discharged state
CLOR~C25F | e B g b A I A HORAR S
T8 After fifty cycles, end in fully
' discharged state
C2OH~CISH | a5 i+ 5 s MU P 5 IR
=

Test case verdicts

kA

Test case does not apply to the test object ................. TIN/A

Hl5E ANidE T IR B AN
Test item does meet the requirement..............ccceeeene P

MATF &M ey

Test item does not meet the requirement.................... | F

WA A A4
Testing WA

Date of receipt of test item .........ccoooeeiiiiiiiiiiee :12018.06.01
PR H

Date(s) of performance of test .........cccccccvvvveeiieciieens :12018.06.05 — 2018.06.21
I f 44

General remarks %&¥E

All tests as described in Test Case and Measurement Sections were performed at the laboratory described
on page 1.
FIT A DT H I 5 — b P B S 6 = P AT

This report shall not be reproduced in full, or extracted, without the written approval of the testing
laboratory.

KA S, AR RS, MERREBNE.

The test results presented in this report relate only to the item tested.
AR B2 RSO IE AL i £ BT

Throughout this report a point is used as the decimal separator.

A o DL A N R
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General product information:

FEafE B
The main features of this model are shown as below:
7 AR B R
Nominal Nominal | Maximum | Maximum | Maximum Cut-off
Model Nominal Nominal | Charge | Discharge Charge Discharge Charge Voltage
1 capacity | voltage | Current Current Current Current Voltage A Eg -
7 FUERE | ek | FCl | SUEs | SRR | &K | KRl i [
FL M M/ M/ HL ;
Cell / Hts
1065118 | 10000mAh 3.7V 2000mA | 2000mA 5000mA 5000mA 4.2V 3.0V

M

Mass loss (%) =

Test Procedure:

1

2) x100

Table 38.3.1 Mass loss limit

2. In order to quantify the mass loss, the following procedure is provided:
AR AL IS A5

(M, - M
M

Mass M of cell or battery

Mass loss limit

M<lg 0.5%
1g=sM<75¢g 0.2%
M>75¢g 0.1%

1. Tests T.1 to T.5 shall be conducted in sequence on the same cell or battery. Tests T.6 and T.8 shall be
conducted using not otherwise tested cells. Test T.7 may be conducted using undamaged batteries previously
used in Tests T.1 to T.5 for purposes of testing on cycled batteries.
AT 1~T SN A A R —2H s el A it B REAT o T.6ANT. 84T H a3 i U EAT M. 7.7 P2l
T.1~T.5Hl b e 48 ot i) r it kA7 Ik

Where M; is the mass before the test and M, is the mass after the test. When mass loss does not exceed the
values in Table 38.3.1, it shall be considered as “no mass loss”.

My ART Y B, M2 MEE. i ESUAA T Table 38.3. 17 AUE RN ] MU A BUEHUR” .
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ST/SG/AC.10/11/Rev.6/Section 38.3

Clause

e

Requirements

EER

Result

WRSER

Verdict
A

38.3.4.1

Test 1: Altitude simulation / JUR1: & BRI

Test cells and batteries shall be stored at a
pressure of 11.6 kPa or less for at least six hours
at ambient temperature (2015 °C)

BRI FUC R LR IR E 92015 °C. KSR IA KT
11.6 kPaf 5 o A7 22 /0 6/

Cells and batteries meet this requirement if there is
no leakage, no venting, no disassembly, no rupture
and no fire and if the open circuit voltage of each
test cell or battery after testing is not less than 90%
of its voltage immediately prior to this procedure.
The requirement relating to voltage is not
applicable to test cells and batteries at fully
discharged states.

RS AT R an et e . JoHE . TR, o
FoAL K, I HARS 5 A A I F RS B s ) T B R
FEAMETIRER AT 90% . i il ie 2ok . Xf 58 4
I FELPR A B A0 R ES A F b AN P R SR

No leakage, no venting, no
disassembly, no rupture and
no fire.

otk TR EMRARL o
W, TR

The data see table 1.

TR K AR L

38.3.4.2

Test 2: Thermal test / JliR2: B ERE:

Test cells and batteries are to be stored for at least
six hours at a test temperature equal to 72 + 2 °C,
followed by storage for at least six hours at a test
temperature equal to — 40 £ 2 °C. The maximum
time interval between test temperature extremes is
30 minutes. This procedure is to be repeated until
10 total cycles are complete, after which all test
cells and batteries are to be stored for 24 hours at
ambient temperature (20 £ 5 °C).

B AT FVB AR TR SRR SE T2 + 2 °C R i fF 206/
i, SRJG R IRIRIR - 40 £ 2 °C R iBfFE 2670
I o AR e Ui BE f KIS [ [R] B 930704 o i%id A%
HEHETADEBIERGE R 58 P g s
AIH M E A BEIR FE20 £ 5 °C R g f724/ M o

For large cells and batteries the duration of
exposure to the test temperature extremes should
be at least 12 hours.

XK SRR L, AR o T P52 T it A7 I ) 222 912
AN

N/A

Cells and batteries meet this requirement if there is
no leakage, no venting, no disassembly, no rupture
and no fire and if the open circuit voltage of each
test cell or battery after testing is not less than 90%
of its voltage immediately prior to this procedure.
The requirement relating to voltage is not
applicable to test cells and batteries at fully
discharged states.

RO an e g . JoHER . oA R
Fog K, I ELIR 0I5 AR I RO B FL T R T B
FEAMIE T RIS AT 190%. T A iR Ee 225Kk . %584
JHCHLR S P A 0 FEL ST FRL b ANl F s 5K

No leakage, no venting, no
disassembly, no rupture and
no fire.

Toittis . THER . ORI
R, T kKIS

The data see table 1.

DR H AR L
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ST/SG/AC.10/11/Rev.6/Section 38.3

Clause

e

Requirements

EER

Result

Verdict
A

38.3.4.3

Test 3: Vibration / Mk3: #w3h

Cells and batteries are firmly secured to the
platform of the vibration machine without distorting
the cells in such a manner as to faithfully transmit
the vibration. The vibration shall be a sinusoidal
waveform with a logarithmic sweep between 7 Hz
and 200 Hz and back to 7 Hz traversed in 15
minutes. This cycle shall be repeated 12 times for
a total of 3 hours for each of three mutually
perpendicular mounting positions of the cell. One
of the directions of vibration must be perpendicular
to the terminal face.

FEL RSN P B T AE AR B e P 5 b AR HES
EUFRIARTE, JF A sk SR R3S 5L
BEATTET Hz ~ 200 Hz Z [A]EAT X 340, 1570 %h A
BIFI7 Hzo AZAHFR RN HE I = A BAH 2 B T 4
MEZL20K, B3N — ARSI JT 0] N T Ui
SRR

The logarithmic frequency sweep shall differ for
cells and batteries with a gross mass of not more
than 12 kg (cells and small batteries), and for
batteries with a gross mass of more than 12 kg
(large batteries).

X AR AN I 1.2 kg (1 B ES R /N FE DL i i
12 kg )oK A A PA R DX -

For cells and small batteries: from 7Hz a peak
acceleration of 1gn is maintained until 18 Hz is
reached. The amplitude is then maintained at 0.8
mm (1.6 mm total excursion) and the frequency
increased until a peak acceleration of 8gn occurs
(approximately 50Hz). A peak acceleration of 8gn
is then maintained until the frequency is increased
to 200Hz.

Xof HLASAI/IN LI NTHZERFF Lgn A4 (8 Iissk Ji2 B 22
iEF|18Hz, HEFEIE~0.8mm (FEFi%1.6mm),
IR B 2 A N A B8gn (£1950Hz), 25
PRFF VG (B 0 338 52 OR 4 E 8gn BL 22 412K 39 i1 42 200Hz .

For large batteries: from 7 Hz to a peak
acceleration of 1 gn is maintained until 18 Hz is
reached. The amplitude is then maintained at 0.8
mm (1.6 mm total excursion) and the frequency
increased until a peak acceleration of 2 gn occurs
(approximately 25 Hz). A peak acceleration of 2gn
is then maintained until the frequency is increased
to 200 Hz.

XPRHLM: M7 HZERFFL gn ity i i B 221k 2
18 Hz, 1#¥#4ENE 0.8 mm (A k#£1.6 mm), 0
AR BIEE IR B B2 gn (M 21425 Hz), R
FRUEAE I A2 gn, B ZE S N $1200 Hz.

N/A
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ST/SG/AC.10/11/Rev.6/Section 38.3

Clause Requirements Result Verdict
B PAEE R WA LR Hse
Cells and batteries meet this requirement if there is | No leakage, no venting, no P
no leakage, no venting, no disassembly, no rupture | disassembly, no rupture and
and no fire during the test and after the test and if | no fire.
the open circuit voltage of each test cell or battery | itzs . TLHER . k. L
directly after testing in its third perpendicular WL, TRk S,
mounting position is not less than 90% of its
voltage immediately prior to this procedure. The | The data see table 1.
requirement relating to voltage is not applicable to | M%dE %1,
test cells and batteries at fully discharged states.
FESON AT Rt G R 36 3 (R AR 38 5 e iR . HE R AR
i B ek, IR HARIR S O = B
J5 ) AW P S B P T B F R AN T e i
f1190%. Il BB LK, X 58 4 T8 F R AS R
P AR R VB AN P S 5K
38.3.4.4 |Test 4: Shock / Jik4: M

Test cells and batteries shall be secured to the
testing machine by means of a rigid mount which
will support all mounting surfaces of each test
battery. Each cell or battery shall be subjected to a
half-sine shock of peak acceleration of 150 gn and
pulse duration of 6 milliseconds. Alternatively, large
cells may be subjected to a half-sine shock of peak
acceleration of 50 gn and pulse duration of 11
milliseconds.

A I R A L 7 36 e 1 ] P 7 A R A
b AT RASCEEREAN N B I A T RS HEEER
HLH S FH A NS FE 150 gns kit (16 misfr) 2 iE
SEUEBEAT PRl o B DK FELARS N FH U (BN 250 g
Jik s T 11 msH 2 IESZ AT b o

ARSET A T R A IR A 7
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ST/SG/AC.10/11/Rev.6/Section 38.3

Clause

e

Requirements

EER

Result

WRSER

Verdict
A

Each battery shall be subjected to a half-sine
shock of peak acceleration depending on the mass
of the battery. The pulse duration shall be 6
milliseconds for small batteries and 11 milliseconds
for large batteries. The formulas below are
provided to calculate the appropriate minimum
peak accelerations.

BEAS LML FH 2 TE 52 388 oty R WA AN J32 DR /NI e
THI BT . /N RS 6 ms TRkt [R] LK K
LY N FH 11 s Bk b st 1) o AR T T 2 Ok 5
T ) /NI AR N T

Pulse

Battery duration

Minimum peak acceleration

150 gn or result of formula

Small 100850
batteries | Acceleration (gn) = ( 6ms

mass *

Whichever is smaller

50 gn or result of formula

Large 30000
battegries Acceleration (gn) = 11ms
mass *

Whichever is smaller

The sample are small
batteries, peak
acceleration=150gn, pulse
duration=6ms.

FE /N, A o e
=150gn, Mkt E]=6ms.

Each cell or battery is subjected to three shocks in
the positive direction and to three shocks in the
negative direction in each of three mutually
perpendicular mounting positions of the cell or
battery for a total of 18 shocks.

B RS BRI AR = AT ELTT Y IE 1) K 32 = IR
iy, R R RS2, 318K,

Cells and batteries meet this requirement if there is
no leakage, no venting, no disassembly, no rupture
and no fire and if the open circuit voltage of each
test cell or battery after testing is not less than 90%
of its voltage immediately prior to this procedure.
The requirement relating to voltage is not
applicable to test cells and batteries at fully
discharged states.

RO RN e g . JoHER . oA R
Foe K, I EL 0I5 AR I RO B FL T R T B
FEAMIETIRER AT 190%. T A 16 225K . X 584
JHCHLR S P A 0 FEL ST FRL b ANl F s 5K

No leakage, no venting, no
disassembly, no rupture and
no fire.

Toittis . GHER . ORI
W, T KIS

The data see table 1.

DR H WAL

38.3.45

Test 5: External short circuit / JIi&R5: #MER4EEE

ARSET A T R A IR A 7
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ST/SG/AC.10/11/Rev.6/Section 38.3

Clause

e

Requirements

EER

Result

WRSER

Verdict
A

The cell or battery to be tested shall be heated for
a period of time necessary to reach a
homogeneous stabilized temperature of 57 + 4 °C,
measured on the external case. This period of time
depends on the size and design of the cell or
battery and should be assessed and documented.
If this assessment is not feasible, the exposure
time shall be at least 6 hours for small cells and
small batteries, and 12 hours for large cells and
large batteries. Then the cell or battery at 57 £ 4 °C
shall be subjected to one short circuit condition
with a total external resistance of less than 0.1
ohm. This short circuit condition is continued for at
least one hour after the cell or battery external
case temperature has returned to 57 £ 4 °C, or in
the case of the large batteries, has decreased by
half of the maximum temperature increase
observed during the test and remains below that
value. The short circuit and cooling down phases
shall be conducted at least at ambient temperature.
F, AR5 P AT T 0 25 R — B[] 22 3R T
FEFRIELEDT + 4 °Co AT (BB T S B At )
FOF AL, AR AT VP AN SR o T SR TA) AN
ATPEAG AL S, /0 R B )N L b 0 AR [R) AN AT I
T6/hI, RS HR BIBA AL T-12/h 0 . SR 5
OSBRI ST + 4 °CHT /N T-0. LR AR 2 i BH
[l PR HEAT RIS, ELBRE AL AR KR 257 +

4 °CZJR R SRR FF LIRS /NN DL B, B R vl
RO KR THE N b RERR A iR B B
LA ISR B R HEAT

Cells and batteries meet this requirement if their
external temperature does not exceed 170 °C and
there is no disassembly, no rupture and no fire
during the test and within six hours after the test.
RIS E ARG J5 6 /N Y, 2 SRS B R Y AR 5
IREAEIE170 °C, IFHIMA. BREGER X, T
il 2 IR

No disassembly, no rupture
and no fire.

T TomiE . okl KB
%o

The data see table 1.

TR K AR L

38.3.4.6

Test 6: Impact/Crush / Mi&6: T/ E

Test procedure — Impact (applicable to cylindrical
cells not less than 18.0 mm in diameter)
(&S T EAA /N T-18.0 mmiig[EF: 7 )

Pouch cell / 434K s

N/A

ARSET A T R A IR A 7
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ST/SG/AC.10/11/Rev.6/Section 38.3

Clause

e

Requirements

EER

Result

WRSER

Verdict
A

The sample cell or component cell is to be placed
on a flat smooth surface. A 15.8 mm £ 0.1 mm
diameter, at least 6 cm long, or the longest
dimension of the cell, whichever is greater, Type
316 stainless steel bar is to be placed across the
centre of the sample. A 9.1 kg + 0.1 kg mass is to
be dropped from a height of 61 + 2.5 cm at the
intersection of the bar and sample in a controlled
manner using a near frictionless, vertical sliding
track or channel with minimal drag on the falling
mass. The vertical track or channel used to guide
the falling mass shall be oriented 90 degrees from
the horizontal supporting surface.

LSRN S o i 2 v 0 T S 1
— R EAN15.8 mm £ 0.1 mm316 7 R4EH AN
AR ERE L AR K 2/ 96 cm,  BHLESTH)
RARST, W ECRHIME. K —39.1kg £ 0.1
kgE )61 + 2.5 cm i) & B V& LE AN AACRE Y 22 X
b, AEF AN LTRCE BRI X VR B
/N ) AU B TE N AR, i B ALTE B E
SRALE T ¥ v A7 [F) K SCEE TR Q0 LT 1

N/A

The test sample is to be impacted with its
longitudinal axis parallel to the flat surface and
perpendicular to the longitudinal axis of the 15.8
mm = 0.1 mm diameter curved surface lying across
the centre of the test sample. Each sample is to be
subjected to only a single impact.

BEAT R TR A0 TR A Nl L 5 7K T AT S5 1
JEAE AR O I EAR MR 0 iR T IR . &
ANBE R R 252 — i

N/A

Test Procedure — Crush (applicable to prismatic,
pouch, coin/button cells and cylindrical cells less
than 18mm in diameter).

FEE CEHTHATE . SR B /440 st B4
AN I 18mm ) B A T HL )

Pouch cell / £4R s

A cell or component cell is to be crushed between
two flat surfaces. The crushing is to be gradual with
a speed of approximately 1.5 cm/s at the first point
of contact. The crushing is to be continued until the
first of the three options below is reached.

W R B R S E A A B s, F RS —
ANl S L2155 em/sIFREEEAT, BRI T
=RE 2 — A1k

(a) The applied force reaches 13 kN + 0.78 kN;
(@) fEH] /7i& %13 kN + 0.78 kN;

(b) The voltage of the cell drops by at least 100
mV,
(b) HESHHLE T P 2 /0 IA 3100 mV;

N/A

ARSET A T R A IR A 7
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ST/SG/AC.10/11/Rev.6/Section 38.3

Clause

e

Requirements

EER

Result

Verdict
A

(c) The cell is deformed by 50% or more of its
original thickness.

(c) MLt E R IbL R, AT 2 /50%.

N/A

A prismatic or pouch cell shall be crushed by
applying the force to the widest side. A button/coin
cell shall be crushed by applying the force on its
flat surfaces. For cylindrical cells, the crush force
shall be applied perpendicular to the longitudinal
axis.

XA T AR REORS,  EASONS die 98 T AT 45 T X
AFNMAE TR, NP IEAT 5 X EAEE
5, BLAE N 3 BT [ BEAT

Each test cell or component cell is to be subjected
to one crush only. The test sample shall be
observed for a further 6 h. The test shall be
conducted using test cells or component cells that
have not previously been subjected to other tests.
T AN RO B ZH R R RS B R 8 52— U e . AR
B N AE B EE6 /N o 1350 T HL AR Bl LS 22 T
AT 1 FeA 1K 5

Cells and component cells meet this requirement if
their external temperature does not exceed 170 °C
and there is no disassembly and no fire during the
test and within six hours after this test.

FL RS B 2 FL S n SR AN B TR AN I 170 °CIF HAE
IR P AR J5 6/ N e R B, AT & AT
IR,

No disassembly and no fire.

Tl e kKGR .

The data see table 2.
R ERE W22,

38.3.4.7

Test 7: Overcharge / MR7: 7

N/A

The charge current shall be twice the
manufacturer's recommended maximum
continuous charge current. Tests are to be
conducted at ambient temperature. The duration of
the test shall be 24 hours. The minimum voltage of
the test shall be as follows:

FEZETR T, DL/ R 3 P B PR PR i K F 25 78 fL PR
YRR TR L, M (8] 224 /N o 3K ) e /N LR
R

N/A

(a) When the manufacturer's recommended charge
voltage is not more than 18 V, the minimum
voltage of the test shall be the lesser of two times

the maximum charge voltage of the battery or 22 V.

(a) HAFHHEFER R HEBEEAS KT 18 VA, H/MR
6 HA T I Sy i K T8 HAL R TR AT 22 V2 J8] [ 35 /IME

N/A

(b) When the manufacturer's recommended charge
voltage is more than 18 V, the minimum voltage of
the test shall be 1.2 times the maximum charge
voltage.

(b) B4R HERF R A L R T-18 VI, e /MkEe
FL S N2 N B R TG FE R A 1. 2148

N/A
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ST/SG/AC.10/11/Rev.6/Section 38.3

Clause

e

Requirements

EER

Result

WRSER

Verdict
A

Rechargeable batteries meet this requirement if
there is no disassembly and no fire during the test
and within seven days after the test.

78 HEL A R Bk 6 0 TR A6 S5 7 R A T A B TS
AL i R R

N/A

38.3.4.8

Test 8: Forced discharge / JiX8: R A

Each cell shall be forced discharged at ambient
temperature by connecting it in series with a 12 V
D.C. power supply at an initial current equal to the
maximum discharge current specified by the
manufacturer.
AN S AR ETRE T, i B EL12 VIR
RIS BEAT SR AR TSR, AR HL IR AR P R AE ) K
JECHL LA«
The specified discharge current is to be obtained
by connecting a resistive load of the appropriate
size and rating in series with the test cell. Each cell
shall be forced discharged for a time interval (in
hours) equal to its rated capacity divided by the
initial test current (in ampere).
FHLE BT I I A RO AR /IS B B R e
DU RES BB JRAE — R RAS o A R SR OB A IS 1)
CEARL /NI ) g FLA e 25 B AT 4R 1056 R IR
RN ZED .

Primary or rechargeable cells meet this
requirement if there is no disassembly and no fire
during the test and within seven days after the test.
ANRT 7 R ) RO BT 7 A P L It SR A X6 S 1)
ARG 5 7R A TR GRS K, TS 2 e K

No disassembly and no fire.
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The data see table 4.
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Table 1: T.1~T.5/%1: Wik 1~ 5

Test 1: Altitude simulation

Test 2: Thermal test

Test 3: Vibration

Test 4: Shock

Test 5: External

Mass | OCv i R , N . ; Short Circuit
Sample | prior to | prior to W 1: T BRI WA 2: BBEAK W 3: $=3) ek 4: ik ‘?ﬂﬂiﬁog: %é‘gﬂl%%
No. | test(g) |test (V)
=] =N A > %
PR s ﬁg(ﬁgﬁ)}ﬁ ﬁ?ﬁ/ﬁ)% Mass loss(%) ;Tg?&e) Mass loss(%) S;Ti?)?(% Mass loss(%) S;Ti?)?(% Mass loss(%) ;Tg?&e) Temp. (°C)
S, T"TE‘D 0, T"TE‘D 0 ﬁﬁﬂ 0, ﬁﬂﬂ 0, vH BF (o
cl# 171.236 | 4.182 0.002 99.98 0.006 99.52 0.001 99.98 0.000 99.98 121.2
c2# 169.506 | 4.184 0.001 99.95 0.008 99.45 0.000 99.98 0.000 99.98 121.3
c3# 168.632 | 4.184 0.001 99.98 0.009 99.52 0.001 99.95 0.001 99.98 1215
ca# 170.214 | 4.182 0.001 99.95 0.010 99.47 0.001 99.95 0.001 99.98 123.5
c5# 168.782 | 4.187 0.001 99.98 0.004 99.64 0.000 99.98 0.001 99.98 115.1
c6# 169.094 | 4.180 0.001 99.95 0.006 99.45 0.001 99.95 0.000 99.98 117.9
cT# 169.491 | 4.181 0.001 99.98 0.008 99.52 0.001 99.95 0.000 99.98 96.3
c8# 169.729 | 4.182 0.002 99.95 0.008 99.59 0.001 99.98 0.000 99.98 112.7
co# 170.416 | 4.186 0.002 99.98 0.005 99.52 0.001 99.98 0.000 99.98 114.9
cl0# 169.613 | 4.188 0.002 99.98 0.008 99.47 0.000 99.95 0.001 99.98 123.7
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Table 2: Crush / &2: Hi &

Sample No.
ol c11# c12# c13# cl4# c15#
Test 6: .
Crush oci\f/c%%g&?/t)(w 3827 | 3822 | 3828 | 3827 | 3825
Wik6: HE
Temp. (°C)
BRCC) 23.4 23.1 23.3 23.0 23.1
Table 3: Overcharge / &3: 7 H
Test 7: S%mnplf I!o. - - - - - - - -
Overcharge s
Mﬁ%ﬂ?ﬁ OCV prior to test (V) B B B B B B B B
PRI HT (V)
Table 4: Forced discharge / £4: MR H
Sample No. Cle# C17# cis# clo# C20# c21# Co2o# c23# C24# 25#
ﬁénugﬁﬁ
Test 8: OCV prior to test (V)
Forced R FE ) 3.329 3.320 3.321 3.325 3.334 3.337 3.328 3.320 3.321 3.324
discharge
duate: Sample No. Coe# | Cor# | Cos# | Coo# | C30# | C3l# | C32# | C33 | C34# | C35#
TR, (e e R
OCV prior to test (V)
R FE ) 3.328 3.326 3.329 3.331 3.339 3.327 3.335 3.321 3.334 3.337
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Li-ion Polymer Cell / £ &1 5R-&# 8 (3.7V, 10000mAh, 37.0Wh)
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Figure 1 Front view of Cell
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Figure 2 Back view of Cell

--End of Report--
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